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TITAN HUC1 Firecomm Headset

Technical data
Speaker Microphone

Diameter: 40 mm Microphone Type: Electret Condenser (Noise 
cancelling)

Rated Power: 1 W

Frequency Response: 600 Hz to 7 kHz Sensitivity -33 to -25dB ref 1 Vms  

SPL: 92 dB IP-Rating: IP67

Customized audio solutions for critical communications: Titan Communication Systems has its head office in Copenhagen, Denmark. Here a dedicated staff design and develop high 
quality audio solutions for first responders. Further, Titan Communication Systems has a strategic partnership with Comufrance, Paris, France,  where many products are being designed, 
engineered and assembled, including hands-on quality control throughout the production process. 

Part number:

HUC1

THE TITAN FIRECOMM HUC1
is an ideal helmet communication unit for Dräger HPS6200 and HPS7000 
helmets. The HUC1 also fits with MSA F2-XTREM helmets. The HUC1 comes 
with a coiled cable and a nexus TP120 connector that fits into Titan’s port-
folio of Remote Speaker Microphones and Push-To-Talk units.  

THE HUC1 COMES IN DIFFERENT CONFIGURATIONS: 
1.  Listen Only – Left or right ear

2.  Loudspeaker and microphone left or right ear

Here seen 
installed in MSA 
F2-XTREM 
Helmet.


